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 งานวิจัยน้ีศึกษาการใช้เถ้าแกลบและเถ้าลอยเป็นวสัดุตั้ งต้นในจีโอพอลิเมอร์ ในการ

ปรับปรุงก าลงัอดัของผิวทางแอสฟัลตค์อนกรีตรีไซเคิล เพื่อใชเ้ป็นวสัดุพื้นทางตามมาตรฐานกรม

ทางหลวงและกรมทางหลวงชนบท  เถา้ลอยท่ีไดจ้ากการเผาถ่านหินจากโรงไฟฟ้าถ่านหินและเถา้

แกลบท่ีได้จากกระบวนการสีข้าว สารเช่ือมประสานคือจีโอพอลิเมอร์ วสัดุแอสฟัลต์คอนกรีต         

รีไซเคิลด้วยเถ้าลอย เถ้าแกลบและสารละลายจีโอพอลิเมอร์จะถูกบดอัดโดยวิธีแบบสูงกว่า

มาตรฐาน โดยแปรผนัอตัราส่วน FA/RHA ดงัน้ี 100/0 60/40 40/60 0/100 และ อตัราส่วนสารเช่ือม

ประสาน(Liquid ratio) (NaOH/Na2SiO3) ดงัน้ี 50/50, 80/20, 100/0 ผลการทดสอบก าลงัอดัสูงสุด

แกนเดียวพบว่าท่ีอตัราส่วน NaOH/Na2SiO3 เดียวกนั ก าลงัอดัมีค่าเพิ่มข้ึนเม่ืออตัราส่วน FA/RHA 

เพิ่มข้ึน เม่ือพิจารณาท่ีอัตราส่วน FA/RHA ท่ีเท่ากัน ก าลังอดัมีค่าสูงสุดและต ่าสุดท่ีอตัราส่วน 

NaOH/Na2SiO3 เท่ากบั 80/20 และ 100/0 ตามล าดบั เม่ือเปรียบเทียบก าลงัอดัสูงสุดท่ีอายุบ่ม 7 วนั 

กบัมาตรฐานกรมทางหลวงและกรมทางหลวงชนบท พบว่า เถ้าแกลบซ่ึงมีราคาถูกกว่าเถ้าลอย

สามารถใชแ้ทนท่ีเถา้ลอยไดสู้งสุดถึงร้อยละ 33.9 และ 55.7 ท่ีปริมาณสารละลาย NaOH/Na2SiO3 = 

80/20 ตามล าดบั งานวิจยัน้ีช่วยยืนยนัวา่คอนกรีตรีไซเคิลท่ีเช่ือมประสานดว้ยจีโอพอลิเมอร์ท่ีมีเถา้

ลอยและเถา้แกลบเป็นสารตั้งตน้สามารถใชเ้ป็นวสัดุชั้นพื้นทางแบบยัง่ยนื 
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This research presents the use of Fly Ash-Rice Husk Ash (FA-RHA) based 

geopolymer for improving the compressive strength of recycled Asphalt Pavement 

(RAP) to meet the standard requirements for base material specified by the 

Department of Highway (DOH) and Department of Rural Road (DRR), Thailand. 

Geopolymer was from a mixture of FA from coal-burning power plants and RHA 

from rice mill, which was obtained in the process of burning rice husk, with a liquid 

alkaline activator (L), which is a mixture of sodium hydroxide solution (NaOH) and 

sodium silicate solution (Na2SiO3). FA/RHA ratios were 100/0 80/20 60/40 50/50 

40/60 20/80 and 0/100, while the NaOH/Na2SiO3 ratios were 50/50 80/20 and 100/0. 

The mixtures were compacted under the modified proctor energy. RAP-FA-RHA 

geopolymer samples at each NaOH/Na2SiO3 ratio were prepared at the Optimum 

Liquid alkaline activator Content (OLC) for Unconfined Compressive Strength (UCS) 

tests. The UCS test was conducted at 7 days of curing. The test results showed that the 

UCS of RCA-FA-RHA geopolymer increased as the FA/RHA ratio increase a at the 

same NaOH/Na2SiO3 ratio. For a particular FA/RHA ratio, NaOH/Na2SiO3 = 80/20 

provided the highest UCS value while NaOH/Na2SiO3 = 100/0 provided the lowest 

UCS value. By comparing the 7-day UCS results to the specified strength requirement 

for base material of the DOH and DRR, rice husk ash was noted to be able to be used 

in conjunction with fly ash for up to 33.9% and 55.7% at NaOH/Na2SiO3 = 8 0/2 0, 

respectively. This research confirms that RAP-FA-RHA geopolymers can be used as a 

sustainable stabilized base material. 
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