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บทคัดยอ 
 การศึกษานี้นําขอมูลการติดตามตรวจสอบคุณภาพอากาศของการทางพิเศษแหงประเทศไทย มา
ศึกษาความสัมพันธระหวางระดับมลพิษอากาศในพื้นที่ใกลทางพิเศษ กับปจจัยที่มีผลตอระดับมลพิษ และ
ระบุปจจัยที่มีศักยภาพในการทํานายระดับของมลพิษอากาศแตละตัวในพื้นที่บริเวณใกลทางพิเศษ มลพิษที่
ศึกษา ไดแก CO, NO2, O3, SO2, Pb, PM10, และ TSP ซ่ึงตรวจวัดในป พ.ศ. 2544 ณ สถานีตรวจวัด 6 สถานี 
ซ่ึงหางจากทางพิเศษฉลองรัช ในชวงตั้งแต 25-180 เมตร ตรวจวัดสถานีละ 3 วัน ผลการวิเคราะหคา
สหสัมพันธ พบความสัมพันธระหวางระดับมลพิษกับหลายปจจัย อาทิ ปริมาณยานพาหนะหลายประเภท, 
ความเร็วรถบนถนน, ความเร็วลม, ทิศทางลม, อุณหภูมิ, และระยะหางจากทางพิเศษ สวนการวิเคราะหความ
ถดถอยเชิงพหุไดสมการทํานายระดับของ O3, NO2, CO, และ SO2 ซ่ึงมีคา r2 เทากับ 44, 43, 28, และ 16 
ตามลําดับ โดยตัวแปรอิสระที่มีศักยภาพในการทํานายระดับมลพิษ ไดแก ระยะหางจากทางพิเศษ, อุณหภูมิ, 
ความเร็วรถบนถนน, ปริมาณรถยนตนั่ง 4 ลอ, ปริมาณรถบรรทุกและรถโดยสารขนาดกลาง, และปริมาณ
รถบรรทุกและรถโดยสารขนาดใหญ ความสัมพันธที่พบสามารถใชเปนประโยชนตอการวางแผนและการ
พัฒนาแบบจําลองทางคณิตศาสตรในขั้นตอไป 

 

Abstract 
 This research used the air quality monitoring data of the Expressway and Rapid Transit Authority 
of Thailand (ETA) to study the relationship between air pollutant concentrations near expressways and 
their effectual factors. It also determined the factors that have high potential for predicting pollutant levels 
near expressways. The pollutants studied were CO, NO2, O3, SO2, Pb, PM10, and TSP. They were 
monitored for 3 consecutive days at each of the 6 monitoring stations located 25-180 m. away from the 
Chalongrat Expressway in 2001. The results from correlation analysis indicated the relationship between 
the pollutant levels and the number of many types of vehicle, vehicle speed on the road, wind speed, wind 
direction, temperature, and distance from expressways. Multiple regression analysis yielded prediction 
equations for O3, NO2, CO, and SO2 with r2 equals 44, 43, 28, and 16, respectively. The independent 
variables in these equations include distance from expressways, temperature, vehicle speed on the road, 
number of cars, number of heavy buses, and number of heavy trucks. The findings from this study can be 
used for planning purposes and for developing more sophisticated mathematical models. 
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