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บทคัดยอ 

 พอลิเมอรคอมโพสิทระหวางอีพอกซีเรซินและเสนใยปอแกวถูกเตรียมขึ้นโดยใชปริมาณเสน
ใยที่แตกตางกันเสนใยที่ใชในการศึกษาเปนแผนเสนใยยาวที่มีและไมมีการปรับปรุงผิวหนาโดย
การอัลคาไลน  จากการตรวจสอบสมบัติเชิงกลของอีพอกซีคอมโพสิทจากเสนใยปอแกวทั้งสอง
สภาวะพบวาการใชเสนใยปอแกวที่ผานการอัลคาไลนมีแนวโนมที่จะชวยเพิ่มความแข็งแรงใหแกอี
พอกซีคอมโพสิท โดยพิจารณาจากคามอดุลัสของยังที่เพิ่มขึ้นตามปริมาณเสนใยที่เพิ่มขึ้น อยางไรก็
ตามผลการวิเคราะหลักษณะพื้นผิวของอีพอกซีคอมโพสิทหลังการแตกหักดวยกลองอิเล็กตรอนแบบ
สองกราด  แสดงใหเห็นวาไมมีพันธะเคมีเกิดขึ้นหรือชวยในการยึดติดที่ผิวสัมผัสระหวางพอลิเมอร
เมตริกซและเสนใยไมวาจะเปนเสนใยที่มีหรือไมมีการทําอัลคาไลนเซชันก็ตาม 
 

Abstract 
 Rossells-epoxy composites with various fiber contents were fabricated using nonwoven 
fibrous sheets of rossells fibers; untreated fibers and treated fibers (alkalined fibers).  The treated 
fibers seem to increase the stiffness of the epoxy composites as seen from an increase of Young’s 
modulus with increasing treated fiber content. However, SEM micrographs from fracture surfaces 
of epoxy composites, from both untreated and treated fibers, suggest that no chemical bond exists at 
fiber-matrix interface. 
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