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บทคัดยอ 
 งานวิจัยนี้มีจุดประสงคเพื่อศึกษาถึงพฤติกรรมและลักษณะการวิบัติของเสาคอนกรีตเสริม

เหล็กที่ถูกหอหุมดวยทอซีเมนตใยหินภายใตแรงกดอัดในแนวแกนและเปรียบเทียบผลการทดสอบ
ที่ไดกับสมการออกแบบเสาของ ว.ส.ท. ตัวอยางที่ใชในการทดสอบมีขนาดเสนผานศูนยกลาง 0.15 
และ 0.20 เมตร ความยาว 0.75, 2.30 และ 2.80 เมตร โดยมีปริมาณเหล็กเสริม 1.5, 2.0, 2.15, 2.64, 
3.53 และ 3.84% ของพื้นที่หนาตัดเสา ซ่ึงผลการทดสอบพบวาเสาโดยสวนใหญมีพฤติกรรมการรับ
แรงกดอัดและคาการหดตัวเปนแบบเชิงเสนตรง (linear) ถึงประมาณ 80% ของกําลังรับแรงกดอัด
สูงสุด จากนั้น พฤติกรรมการรับแรงจะเปนแบบไรเชิงเสน (nonlinear) จนถึงจุดรับแรงกดอัดสูงสุด 
โดยทอซีเมนตใยหินและคอนกรีตจะเกิดการแตกราวเพิ่มขึ้นมากและคาแรงกดอัดลดลงอยาง
รวดเร็ว โดยลักษณะการวิบัติของเสาจะเปนแบบเสาสั้น เกิดการครากที่เหล็กเสริมและเกิดการ
แตกราวที่คอนกรีตและทอซีเมนตใยหิน นอกจากนั้นแลวยังพบอีกวา อัตราสวนความปลอดภัยของ
เสามีคาลดลง เมื่อคาอัตราสวนความชะลูดมีคาเพิ่มขึ้น และคาอัตราสวนความปลอดภัยของเสาที่มี
ความยาวในชวงใชงานมีคาอยูระหวาง 1.71 ถึง 2.53 
 

Abstract 
 The objectives of this research work are to study the behaviors and modes of failure of 
reinforced concrete columns encased with asbestos cement pipe and to compare the test results 
with EIT’s columns design equation. The test specimens with diameters of 0.15 and 0.20 meters, 
length of 0.75, 2.30 and 2.80 meters, and steel reinforcements of 1.5, 2.0, 2.15, 2.64, 3.53 and 
3.84% of the column’s cross sectional area were used. From the test, it was found that the 
columns exhibited a linear behavior up to the approximately 80% of the ultimate compressive 
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loads. Then, the behavior of columns was nonlinear up to the ultimate compressive loads. At this 
point, cracks in the asbestos cement pipe and concrete started to increased drastically and the 
compressive load decreased significantly. The mode of failure of all the test specimens was in the 
form of short column. At the failure point, the steel reinforcement yielded and the asbestos 
cement pipe and concrete cracked. In addition, it was found that the factor of safety of the 
columns decreased when the slenderness ratio of the column increased and the factor of safety of 
the columns having the practical lengths was in the range of 1.71 and 2.53. 
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