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ในระบบการสื่อสารแบบไรสาย สายอากาศเปนองคประกอบหนึ่งที่มีความจําเปนและ

สําคัญมาก โดยเฉพาะสายอากาศที่ใชสําหรับสถานีแพรสัญญาณโทรทัศน จะตองมีแบบรูปการ    
แผพลังงาน (radiation pattern) ที่สามารถครอบคลุมพื้นที่ใหบริการ ในงานวิจัยนี้ไดนําเสนอการ
ออกแบบสายอากาศแถวลําดับลําคลื่นกวางโดยใชไดโพลดัดโคงที่ถูกลัดวงจรที่ปลายบนระนาบตัว
สะทอน และมีการปอนสัญญาณเขาที่จุดกึ่งกลางของสายอากาศ ขอดีของสายอากาศชนิดนี้ ก็คือ จะ
มีโครงสรางที่งายและไมซับซอน เนื่องจากไดมีการประยุกตโครงสรางของสายอากาศไดโพล 
เสนตรง นํามาปรับรูปรางใหเปนแบบสายอากาศไดโพลโคงและลัดวงจรที่ปลายของไดโพลเขากับ
ระนาบตัวสะทอน เพื่อเพิ่มความกวางของลําคลื่น (beamwidth) และอัตราขยาย (gain) ในทิศทาง
ดานหนาของสายอากาศใหมากขึ้น ในกระบวนการของงานวิจัยนี้ใชวิธีการจําลองสายอากาศ โดย
ใชโปรแกรมสําเร็จรูป SuperNEC เพื่อศึกษาความเปนไปไดของสายอากาศไดโพลโคงที่ถูกลัดวงจร
ที่ปลายเขากับระนาบตัวสะทอน สําหรับกระบวนการวิเคราะหทางทฤษฎี ไดนําระเบียบวิธีโมเมนต 
(Method of Moments : MoM) มาประยุกตใชเพื่อหาคุณลักษณะของสายอากาศ ที่สําคัญ ไดแก     
แบบรูปการแผพลังงาน (radiation pattern) สภาพเจาะจงทิศทาง (directivity) และอิมพีแดนซ     
ดานเขา (input impedance) เปนตน สุดทายไดทําการสรางสายอากาศตนแบบตามขนาดที่ไดจากการ
วิเคราะห เพื่อนํามาวัดทดสอบเปรียบเทียบผลที่ไดจากการจําลองดวยโปรแกรมสําเร็จรูป  
SuperNEC และจากระเบียบวิธีโมเมนต 
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A WIDE BEAM ARRAY ANTENNA USING SHORTED-END CURVED DIPOLES 

ON A REFLECTOR PLANE. 

 

In the wireless communication applications, antenna is the important 

component. Especially, the antenna applied for the broadcasting station requires the 

radiation beam with sufficient gain and wide beam the cover a service area. This 

thesis presents the design of array antenna using shorted-end curved dipole antennas 

on a square reflector plane and exiting feed point at the center of each curved dipole. 

Advantage of this antenna should possess physically strong structure, easy fabrication 

and cost effectiveness. Because, each antenna of array is made of the straight dipole, 

which its both arms are curved for enlarging the beamwidth and shorted on a metallic 

reflector plane for robusting the structure and increasing the directive gain. The 

feasibility of shorted-end curved dipole antennas on a square reflector plane has been 

carried out by using SuperNEC software and analyzed again by using the Method of 

Moments (MoM) for calculating the radiation patterns, directivity, and input 

impedance. Finally, the prototype of antenna is fabricated and measured to compare 

with the numerical results. 
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