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ที่ผานมาเทคโนโลยีอัลตราไวดแบนดไดถูกคิดคนขึ้นมาใชในระบบของเรดาร และทาง

การทหาร โดยเทคโนโลยีอัลตราไวดแบนดมีวิธีการสงสัญญาณในรูปแบบของพัลส ตอมามีการ
พัฒนาที่จะนําการสงสัญญาณแบบพัลสนี้มาใชประโยชนในเชิงพาณิชยมากขึ้น จึงไดมีการพัฒนา
ใหเปนระบบการสื่อสารไรสายอัลตราไวดแบนด ภายใตมาตรฐานของ IEEE เนื่องจากเทคโนโลยี
อัลตราไวดแบนด เปนการสงขอมูลในลักษณะของพัลสแคบ ๆ ผานยานความถี่แถบกวาง จึงทาํให
เทคโนโลยีอัลตราไวดแบนดมีการใชความหนาแนนกําลังงานเชิงสเปกตรัมของสัญญาณในระดับ
ต่ํา และสามารถถายโอนขอมูลในระยะใกล ๆ ดวยอัตราเร็วในการรับสงขอมูลสูงมากโดยไมมีการ
รบกวนกับระบบสื่อสารไรสายแบบอื่น และดวยความสามารถที่เหนือกวาเทคโนโลยีเดิมอยาง 
เชน Wi-Fi และ Bluetooth นั้นทําใหการออกแบบระบบสําหรับเทคโนโลยีอัลตราไวดแบนดมีความ
ทาทาย และไดรับความสนใจสูงมาก เนื่องจากเปนเทคโนโลยีที่มีแบนดวิดทกวางมาก จากความสําคัญ
ของปญหาทําใหผูวิจัยมีความสนใจศึกษาเกี่ยวกับการออกแบบระบบการสื่อสารอัลตราไวดแบนด ซ่ึง
ประกอบดวยสองสวนไดแก การออกแบบสายอากาศแบนดกวาง และการออกแบบวงจรเครื่องสง
ภาคสวนหนา โดยทําการออกแบบวงจรกําเนิดสัญญาณโมโนไซเคิลพัลสดวยชิปวงจรรวม 
ออกแบบสายอากาศแบบหูกระตาย พรอมทั้งวิเคราะหและทดสอบผลการทํางานจริง ซ่ึงจากผลการ
ทดลองพบวาสายอากาศมีแบนดวิดท 7.5 GHz และมีการวัดแบบรูปการแผพลังงานของสายอากาศ
ที่ความถี่ตาง ๆ ภายในหองปดกั้นคลื่นสนามแมเหล็กไฟฟาไรคล่ืนสะทอน 
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RF FRONT END/ULTRA WIDEBAND COMMUNICATION SYSTEMS  

 

Ultra wideband (UWB) technology had been using for radar system and military 

applications in the past and it utilizes a short period pulse to convey information. 

Nowadays, it is available for use in commercial section, and ultra wideband wireless 

communication is standardized by IEEE. Since UWB technology transmits narrow 

pulses, the transmitting signal occupies very large bandwidth. Hence, the UWB signal 

spectrum density is usually lower than most wireless systems. This feature allows UWB 

for used in short rang with high data rate, because UWB does not interfere with other 

wireless communication systems. Moreover, this technology is more capability than Wi-Fi 

and Bluetooth. Despite of UWB advantages, system design for UWB is a challenge 

problem due to large bandwidth of UWB. This research investigates two sub-systems of 

UWB system, i.e., wideband antenna and transmitter front end. A monocycle pulse 

generator is implemented in MMIC and tested. A bow type antenna is designed, simulated 

and tested. The bandwidth of antenna is measured to be 7.5 GHz. The antenna’s radiation 

patterns are also measured in an anechoic chamber for various frequencies. 
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