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 วิทยานิพนธนี้นําเสนอวิธีการประมาณคาสภาพความตานทานดิน จากการประยุกตใช
วิธีการประมวลผลภาพถายดาวเทียม ดวยเทคนิคการจําแนกประเภทขอมูลแบบที่ตองใชตัวอยาง
ขอมูลในการจําแนก (Supervised classification) ดวยวิธีการประมาณคาความควรจะเปนสูงสุด 
(Maximum likelihood) ประกอบกับขอมูลการสํารวจคาสภาพความตานทานดินในพื้นที่จริง 
ดําเนินการสรางแผนที่สภาพความตานทานดิน (Earth resistivity map) ดวยโปรแกรม ENVI       
โดยใชภาพถายดาวเทียมแลนดแซต 5 ที่ผานการผสมแบนดทั้งหมด 6 ชุด เพื่อเปรียบเทียบหาแบนด
ที่เหมาะสม ซ่ึงพบวาแบนดที่มีความถูกตองมากที่สุดคือ แบนด 7-5-3 มีความถูกตอง 93.33% 
จากนั้นนําแผนที่สภาพความตานทานดินที่ไดมาประยุกตใชในการสรางแบบจําลองคาสภาพ 
ความตานทานดิน เพื่อวิเคราะหกระแสลัดวงจรลงดินยอนกลับจากบริเวณสายจายกําลังไฟฟา        
22 กิโลโวลต ที่อยูระหวางสถานีไฟฟานครราชสีมา 1 และสถานีไฟฟานครราชสีมา 2 ทั้งหมด      
10 สายจาย โดยใชการโปรแกรมดวย MATLAB เพื่อคนหาพื้นที่ของสายจายกําลังไฟฟาที่มี 
ความเสี่ยงที่กระแสลัดวงจรลงดินยอนกลับไหลไปสูกราวดกริดของสถานีไฟฟาขางเคียงมากกวา
สถานีไฟฟาตนทางที่เกิดลัดวงจรในสายจาย ทําใหกราวดฟอลตรีเลยของสถานีไฟฟาขางเคียง 
มีโอกาสทํางานผิดพลาด นอกจากนี้ไดนําแผนที่สภาพความตานทานดินมาประยุกตใชใน 
การประมาณการไหลของกระแสลัดวงจรลงดินซึ่งไหลผานพื้นดินและสายปองกันฟาผาไปยัง 
กราวดกริดของสถานีไฟฟา  
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 This thesis presents the classification method for earth resistivity estimation by 

using satellite image processing.  This method uses exploration data of a targeted area 

to create an earth resistivity map by using ENVI software. It is based on a supervised 

classification of satellite images obtained from LANSAT 5. The combination of band 

7, 5 and 3 gives the best estimated result of 93.33% accuracy. The application of the 

estimation is used to synthesize a model to analyze earth-returned currents resulting 

from ground faults. 22-kV electric power distribution feeders of Nakhon Ratchasima 

substation 1 and Nakhon Ratchasima substation 2 are used for test. By instructing 

MATLAB programs for power network solutions based on earth-returned current 

consideration, the performance of ground fault relay operation is evaluated. Therefore 

the feeder portion with the highest risk of causing a mal-function of ground fault 

relays can be specified. In addition, the earth resistivity map can be used for 

estimating components of the fault current through the earth and the overhead ground 

wire to the substation’s ground grid.    
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