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 วัตถุประสงคของการวิจัยนี้เพื่อหากําลังกดและคุณสมบัติความยืดหยุนของหินทรายชุด 
พระวิหารที่มีผลกระทบจากความเคนหลักกลาง กิจกรรมหลักประกอบดวยการทดสอบเพื่อหา 
ความเคนหลักสูงสุดที่จุดวิบัติของหินภายใตความเคนหลักกลางและคาความเคนหลักต่ําสุดในหลาย
ระดับและการพัฒนาความสัมพันธทางคณิตศาสตรของความเคนในสามแกนที่จุดวิบัติ 
เครื่องกดทดสอบในสามแกนจริงใหคาความเคนหลักกลางและคาความเคนหลักต่ําสุดคงที่ 
ตอตัวอยางหินและทําการเพิ่มคาความเคนหลักสูงสุดจนถึงจุดวิบัติ คาความเคนหลักกลางและ 
คาความเคนหลักต่ําสุดผันแปรจาก 0 ถึง 60 เมกกะปาสคาล ตัวอยางหินคือหินทรายชุดพระวิหาร 
ถูกจัดเตรียมใหมีขนาด 5×5×5 ลูกบากศเซนติเมตร มีการทดสอบอยางนอย 40 ตัวอยาง ซ่ึงขึ้นอยูกับ
ความสอดคลองของผลการทดสอบหาคาความแข็งและคาความยืดหยุนของหิน เกณฑการแตก 
ในสามทิศทางของ Weibols and Cook ไดนําเสนอในรูปของคาความเคนเฉือนในสามมิติตอคา 
ความเคนเฉลี่ย เกณฑที่ไดสามารถนําไปใชในการกําหนดหรือทํานายความแข็งของหินทรายภายใต
สภาวะความเคนที่แตกตางกันในแตละทิศทางที่อยูในภาคสนามได 
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The objectives of this research are to determine the compressive strengths and 

elastic properties of Phra Wihan sandstone as affected by the intermediate principal stress.  

The efforts involve determination of the maximum principal stress at failure of the 

sandstone samples under various intermediate and minimum principal stresses, and 

development of a mathematical relationship between the three principal stresses at failure. 

A polyaxial loading frame is used to apply constant σ2 and σ3 onto the specimen while σ1 

is increased until failure. The applied σ2 and σ3 are varied from 0 to 60 MPa.  The Phra 

Wihan sandstone is prepared to obtain cubical shaped specimens with a nominal size of 

5×5×5 cm3. A minimum of 40 samples have been tested, depending on the consistency of 

the strength results. The failure stresses are measured and modes of failure are examined. 

The three-dimensional strength criterion of the modified Wiebols and Cook is proposed 

by presenting the octahedral shear strength as a function of the octahedral mean stress. 

The research results are useful for determining or predicting the sandstone strength under 

anisotropic stress states of the in-situ condition. 
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