
 

 

วัตถุประสงคหลักของการวิจัยนี้จะขึ้นอยูกับการเพิ่มประสิทธิภาพการคํานวณเวลาในการวิเคราะห
ระบบไฟฟาฉุกเฉิน การวิเคราะหระบบไฟฟาฉุกเฉินเปนงานสําคัญในการดําเนินงานระบบไฟฟา 

งานวิจัยน้ีเปนการศึกษาการรวมของเทคโนโลยีตัวแทนในการทํางานฉุกเฉินเพื่อใหเวลาในการคํานวณ
และเวลาตัดสินใจที่เหมาะสม แบบจําลองทางสถิติที่ใชในการทํางานใชเวลาการวิเคราะหฉุกเฉิน เชนการ
ประเมินสภาพ 

เพ่ือลดปญหาการสื่อสารเพื่อการควบคุมกํากับดูแลและจัดหาขอมูล (SCADA) เปนเวลาบริโภคในหนาท่ีควบคุม
เครือขายระบบไฟฟาประกอบดวยในหลายพื้นที่แลวอิทธิพลของแตระดับและการดําเนินการแกไขไดเปนท่ี ใน
เขตที่เกี่ยวของ 

แบบจําลองนี้ไดทําการสอนรวมไปถึงทําการพยากรณเพ่ือประมาณการคาพิกัดหลังเกิดความผิดพรองที่
สาย และ แรงดันไฟฟาที่บัสที่จะรักษาระบบการปองกัน 

การทดสอบแบบจําลองจะใชการจําลองการทํางาน  และนําผลลัพธที่ไดมาทําการวิเคราะหเพื่อแสดงให
เห็นผลการทํางานของแบบจําลองโดยท่ัวไปแบบจําลองนี้จํามีการการปรับปรุงประสิทธิภาพการแจงเตือน
ฉุกเฉินในเงื่อนไขของเวลาการใชคอมพิวเตอรที่ดีที่สุด 
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The main objective of this research is based on the contingency analysis in a  

power system using agents. Power system contingency analysis is a vital operation in 

power system operations. This research work explores the integration of agent 

technology in contingency analysis functions so that the computation time and 

decision time is optimized. The distributed systems and statistical model approaches 

are proposed in the time-consuming functions of the contingency analysis.  In order to 

minimize the communication problem for supervisory control and data acquisition 

(SCADA), as well as the time consumed in control function, the power system 

network is composed in several areas, and then the influence of each outage and its 

remedial action is taken in the respective zone. A model is trained to forecast the post-

fault values of limits such as critical line flows and bus voltages to maintain system 

preventive action. Agents are trained so as to optimize the load and energy to be 

curtailed during contingency event. The model has been tested based on the 

simulation; and results are analyzed to show the model performance.  

 

School of Electrical Engineering        Student Signature ________________________ 

Academic Year 2010    Advisor’s Signature_______________________ 




