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เครือขายเมชไรสาย  (Wireless Mesh Networks : WMNs) คือ  กลุมของโหนดไรสาย 

ที่ติดตอกันผานคลื่นวิทยุ ดังนั้นในความเปนจริงแลวจะมีขอจํากัดเรื่องของระยะทางและสิ่งกีดขวาง 
ที่จะทําใหคล่ืนวิทยุสงไปไมถึงเปาหมายที่ตองการ โดยเฉพาะการสงขอมูลภายในอาคาร เนื่องจาก 
สวนใหญไมวาจะเปนบานเรือนหรืออาคารสิ่งกอสรางตาง ๆ มักจะมีการฝงวัสดุที่เปนเหล็กเอาไว
ภายใน ซ่ึงมีผลกระทบตอคล่ืนวิทยุ ทําใหคล่ืนวิทยุไมสามารถสงผานตัวกลางเหลานี้ไดอยางสะดวก
ภาครับก็จะรับสัญญาณดวยระดับกําลังสัญญาณที่ต่ํากวาที่คํานวณไดทางทฤษฎี จากการศึกษา
ปริทัศนวรรณกรรมที่ผานมาพบวามีงานวิจัยมากมายที่ศึกษาเกี่ยวกับระบบเครือขายเมชไรสาย 
ในดานสมรรถนะตาง ๆ เชน การหาจุดสมดุลระหวาง ปริมาณงาน (Throughput) การพิจารณา
ปริมาณงานในการสงตอหลาย ๆ คร้ัง แตอยางไรก็ตามยังไมมีปริทัศนวรรณกรรมใดนําเสนอ
ผลกระทบจากสิ่งกีดขวางมาพิจารณา ดังนั้นวิทยานิพนธนี้จึงไดสนใจศึกษาถึงผลกระทบของ 
ส่ิงกีดขวางเหลานั้นตอสมรรถนะของเครือขายโดยพิจารณาจาก  คาความแรงของสัญญาณ
(Signal Strength) ที่มีผลตอความสําเร็จในการสงขอมูล ซ่ึงตัวแปรที่สนใจนี้ในทางทฤษฎีของระบบ
เครือขายเมชไรสายนั้นจะถูกกําหนดใหเปนคาคงที่คาหนึ่งซึ่งจะเทากันเสมอไมวาโหนดจะติดตั้งอยู
ในบริเวณใดก็ตาม แตตามความเปนจริงคาความนาจะเปนของการสงขอมูลสําเร็จ นาจะมีผลมาจาก
ปจจัยภายนอกหลาย ๆ อยาง โดยในงานวิทยานิพนธนี้จะทําการวิเคราะหและออกแบบตําแหนง
โหนดที่สามารถติดตั้งภายในอาคาร และมีปริมาณงานที่ดีที่สุดได ภายใตขอจํากัดของกําลังงานสง 
ที่เทา ๆ กันในแตละโหนดได 
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Wireless Mesh Networks : WMNs is a group of wireless nodes connecting 

each other by radio wave transmission. Therefore, the signal quality depends on 

distance and obstruction, especially sending information inside the building. Most of 

houses or buildings have the metal or conductive materials as the main part of 

constructions. This causes the effect on wireless signals when they are sent through 

those constructions and also it cannot be avoided for indoor communications. In 

literatures, there are many researches working on WMNs but it is hardly seen that any 

work reports the effect of obstructions on WMN performance. In this thesis, the 

relation between the received signal strength and the probability of successful 

transmission has been measured in order to utilize this result as the obstruction effect 

and take it in the analysis of WMN performance. This thesis also presents the method 

to design of node locations for indoor WMNs by concerning the throughput 

performance. 

 
 
 
 
 
 
 
 
 
 
 
 
School of Telecommunication Engineering Student’s Signature   

Academic Year 2010  Advisor’s Signature   




