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 วิทยานิพนธนี้มีวัตถุประสงคเพื่อศึกษาพฤติกรรมและลักษณะการวิบัติของตัวอยาง 
ทดสอบคอนกรีตและเสาคอนกรีตเสริมเหล็กหนาตัดกลมที่ ถูกโอบรัดดวยปลอกเหล็ก 
และมีการใหหนวยแรงโอบรัดกอนภายใตแรงกระทําในแนวแกน เพื่อเปรียบเทียบผลการทดสอบ 
ที่ไดกับสมการออกแบบเสาเชิงประกอบของ  ACI Committee 318 และเพื่อใช เปนขอมูล 
ในการเสนอสมการ  การออกแบบที่ เหมาะสมของเสาประเภทดังกลาว  ตัวแปรหลักที่ใช 
ในการศึกษาประกอบดวย กําลังอัดประลัยคอนกรีต ความหนาของปลอกเหล็ก และมีการให 
หนวยแรงโอบรัดกอนทางดานขาง  
 จากการศึกษาตัวอย างทดสอบคอนกรีตหน าตัดกลมทรงกระบอกที่ ถูกโอบรัด 
ดวยปลอกเหล็ก และมีการใหหนวยแรงโอบรัดกอน พบวาตัวอยางทดสอบมีกําลังอัดสูงสุด 
และความเหนียวสูงขึ้น เมื่อเปรียบเทียบกับตัวอยางทดสอบอางอิง โดยข้ึนอยูกับตัวแปรหลัก 
ทั้ง 3 ตัวแปรดังกลาวขางตน โดยมีพฤติกรรมภายใตแรงกดอัดเปนแบบเชิงเสนตรงถึง 50-70% 
ของหนวยแรงกดอัดสูงสุด ( maxf ′ ) จากนั้น ตัวอยางทดสอบมีพฤติกรรมเขาสูชวงไรเชิงเสน 
โดยสามารถแบงได 3 รูปแบบคือ (1) Strain hardening  (2) Elastic-perfectly plastic และ (3) Strain 
softening และการวิบัติจะเกิดขึ้นแบบคอยเปนคอยไป และสามารถเปลี่ยนรูปรางไดสูงกอนเกิด 
การวิบัติจากผลการทดสอบทําใหทราบวา ความหนาของปลอกเหล็ก 4.5 มิลลิเมตร และมีการให 
หนวยแรงโอบรัดกอนทางดานขาง 0.05 cof ′  เปนตัวแปรที่มีความเหมาะสม ในการนําไปศึกษา 
ขั้นตอไป 
 จากการศึกษาตัวอยางทดสอบเสาคอนกรีตเสริมเหล็กหนาตัดกลมที่ ถูกโอบรัด 
ดวยปลอกเหล็กและมีการใหหนวยแรงโอบรัดกอน  พบวาตัวอยางทดสอบมีพฤติกรรม 
การรับแรงกดอัดในชวงเสนตรง  มีคาถึง  60-70% ของกําลังรับแรงกดอัดสูงสุด  ( max,' colP ) 
จากนั้น ตัวอยางทดสอบมีพฤติกรรมเขาสูชวงไรเชิงเสน โดยสามารถแบงได 2 รูปแบบคือ Strain 
hardening และ  Elastic-perfectly plastic ตัวอยางทดสอบจะมีการวิบัติแบบคอยเปนคอยไป 
และมีความ เหนี ยว สูง เพิ่ มขึ้ นก อนการวิบั ติ  โดยมี อัตราส วนของกํ า ลั งรับแรงกดอัด 
ของตัวอยางทดสอบ เมื่อเปรียบเทียบกับคาที่ทํานายโดยสมการออกแบบกําลังรับแรงกดอัด 
เสาเชิงประกอบตามมาตรฐานของ ACI Committee 318 ( max,' /col ACIP P ) มีคานอยกวา 1.0 ดังนั้น
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เพื่อความเหมาะสมในการนําไปใชงาน สมการออกแบบเสาเชิงประกอบของ ACI Committee 318 
จึงควรถูกปรับใหเหมาะสมในรูป 0.85 ( ) 0.40proposed s tube tube

ACI co g s s y s yP f A A A f A f′= − + +  ซ่ึงสมการ
ดังกลาวสามารถทํานายคากําลังรับแรงกดอัดในแนวแกนของเสาไดอยางเหมาะสม 
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 The aims of this thesis were to study the compressive behaviors and mode of 

failure of circular concrete specimens and RC columns pre-confined with steel 

jackets subjected to concentrically axial load, and compare the obtained test results 

with those calculated by ACI Committee 440 equation and to propose appropriate 

design equation. The main variables used in this study were the ultimate compressive 

strengths of concrete, the thicknesses of steel jackets and the pre-confining stresses. 

 From the study of the circular concrete specimens, it was found that, the 

ultimate compressive strengths and their ductility are increased significantly 

compared to the reference concrete specimens. The compressive behavior of the 

specimen is linear up to 50-70% of their maximum compressive strength ( maxf ′ ). 

Beyond that, the nonlinear behavior with large deformation before failure is shown 

and can be classified into 3 types: (1) Strain hardening, (2) Elastic-perfectly plastic, 

and (3) Strain softening. The failure is in the form of progressive mode of failure. It 

was also concluded that the steel jacket with 4.5 mm thick and the pre-confining 

stress of 0.05 cof ′   are the optimum value of the parameters for further study of the 

RC columns pre-confined with steel jackets. 
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 From the study of the circular RC columns pre-confined with steel jackets, it 

was found that the compressive behavior of the specimen is linear up to 60-70% of 

their maximum compressive strength ( max'P ), and then, the nonlinear behaviors were 

observed and can be classified into 2 types: Strain hardening and Elastic-perfectly 

plastic. The specimens have significantly larger ductility and deformation  

before failure compared to the reference columns. Comparing the obtained 

compressive strengths with those predicted by the ACI Committee 440 composite 

column design equation, the ratio of max,' /col ACIP P  is less than 1.0. Therefore,  

it was proposed that the ACI equation should be adjusted in the form of 

0.85 ( ) 0.40Modified s tube tube
ACI co g s s y s yP f A A A f A f′= − + + .  
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