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บทคดัย่อ 
 
 การประเมินผลกระทบจากวสัดุก่อสร้างต่อการประหยดัพลังงานของบ้านพกัอาศยั มี
วตัถุประสงค์เพื่อวิเคราะห์ผลจากการใช้วสัดุก่อสร้างต่อการใช้พลงังานในบา้นพกัอาศยั รวมถึง
จดัท าฐานขอ้มูลวสัดุก่อสร้างเปลือกอาคารวสัดุก่อสร้างผนงั วสัดุหลงัคาท่ีมีจ  าหน่ายในประเทศ
ไทย และจดัท าแบบบา้นพกัอาศยัท่ีใช้วสัดุก่อสร้างประหยดัพลงังานเพื่อเผยแพร่แก่ประชาชน
ทัว่ไป การวิเคราะห์สมบัติการถ่ายเทความร้อนของวสัดุก่อสร้างเปลือกอาคารด้วยการสร้าง
แบบจ าลอง และค านวณค่าการถ่ายเทความร้อนรวมผ่านผนัง และหลงัคา โดยใช้หลกัเกณฑ์และ
วิธีการค านวณในการออกแบบอาคารแต่ละระบบ การใช้พลงังานโดยรวมของอาคาร และการใช้
พลงังานหมุนเวยีนในระบบต่าง ๆ ของอาคาร ตามประกาศของกระทรวงพลงังาน พ.ศ.2552   
 ผลการศึกษาพบวา่ วสัดุผนงัท่ีป้องกนัความร้อนไดดี้สุด คือ เซลโลกรีตโฟม แต่เป็นวสัดุท่ี
มีราคาแพง ส่วนวสัดุท่ีสามารถป้องกนัความร้อนไดดี้และไดรั้บความนิยมมาก คือ คอนกรีตมวล
เบา ส าหรับวสัดุมุงหลงัคาแต่ละชนิดมีค่าการถ่ายเทความร้อนไม่แตกต่างกนั ดงันั้น จึงสามารถ
เลือกใชต้ามความพึงพอใจส่วนบุคคล และขอ้จ ากดัของงบประมาณ  วสัดุฝ้าเพดานท่ีป้องกนัความ
ร้อนไดดี้ท่ีสุด  คือ ไมก้๊อก แต่ไม่เป็นท่ีนิยมใชส้ าหรับงานก่อสร้างในเมืองไทย ฉนวนท่ีสามารถลด
ปริมาณความร้อนเขา้สู่ภายในอาคารได้ดีท่ีสุด คือ โฟมโพลียูรีเทน  ในส่วนของฐานขอ้มูลวสัดุ
ก่อสร้างเปลือกอาคารท่ีจดัท าข้ึน ประกอบดว้ย วสัดุผนงัจ านวน 28 รายการ วสัดุมุงหลงัคา จ านวน 
8  รายการ วสัดุฝ้าเพดาน จ านวน 20 รายการ และวสัดุฉนวนป้องกนัความร้อนจ านวน 17 รายการ 
ส าหรับแบบบา้นพกัอาศยัประหยดัพลงังานเพื่อเผยแพร่แก่ประชาชน เป็นบา้นพกัอาศยัท่ีมีขนาด
พื้นท่ีใช้สอย 125 ตารางเมตร วสัดุผนังประหยดัพลงังานท่ีเลือกใช้ คือ คอนกรีตมวลเบา วสัดุ
หลังคาประกอบด้วย กระเบ้ืองซีแพคโมเนีย แผ่นยิปซั่ม และฉนวนโฟมโพลียูริเทนหนา 2.5 
เซนติเมตร งบประมาณก่อสร้าง 1,152,000.64 บาท ซ่ึงช่วยลดรายจ่ายค่าพลังงานไฟฟ้าจาก
เคร่ืองปรับอากาศได ้ร้อยละ 43 และลดอุณหภูมิในบา้นพกัอาศยัไดป้ระมาณ 4 องศาเซลเซียส เม่ือ
เปรียบเทียบกบัการสร้างบา้นดว้ยวสัดุก่อสร้างทัว่ไป     
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Abstract 
  
 The analysis of construction materials for their ability to save energy for households is 
intended to determine the amount of energy saved as a result of material selection. The aim is to 
assess the benefits that are created from using energy saving construction materials, creating a 
database of materials used for building’s exterior and also to further design energy saving house 
plans with energy saving material options for the general public. Analysis of the ventilation 
properties of the building envelop materials was performed using a model and calculating the heat 
ventilation through walls and rooftop. The calculation was based on the criteria and building 
design calculation of each system, the total energy consumption of the building and the renewable 
energies in the different systems of the building. This was in accordance with the Ministerial 
Gazette from the Ministry of Energy B.E. 2552 on assessing benefits occurring from energy 
saving construction materials using economic analysis tool and the benefits that is visible from 
the decreased heat in households 
 Analysis results show that the best heat resistant material for walls is cellocrete foam but 
it is very expensive and is not popular for housing construction. A more popularly-used material 
that is also good for heat reduction is Autoclaved Aerated Concrete (AAC). Roofing materials 
does not make much difference in heat ventilation therefore it can be selected based on personal 
preference and budget. For ceiling lining, the material that best keeps out heat is the ones made of 
cork but it is not popularly used in construction practices in Thailand. The insulator that decreases 
the amount of heat entering the building is polyurethane foam. The database for the building 
envelop includes 28 items for walls, 8 items for roofing, 20 items for ceiling and 17 items for 
heat-resistant insulators. The energy saving house designs for distribution to the general public 
are houses with a living area of 125 m2. The material chosen are ACC for walls, CPAC Monia 
tiles for roofing, gypsum sheets and 2.5 centimeters polyurethane foam insulators which put the 
budget to a total of 1,152,000.64 THB. The designed model shows that using the materials 
selected will help to decrease the energy consumption and electricity cost from air conditioning 
up to 43% and decrease internal temperature by 4 degree Celsius when compared to general 
housing construction materials.  
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