
บทคดัย่อ 

การทาํนายพฤติกรรมการเสียรูปของดินไม่อิมตวัดว้ยนาํในงานวิจยันี เริมจากการนิยาม

พืนผวิครากของดินบนระนาบของหน่วยแรงสุทธิกบัแรงดึงนาํ (LC curve) โดยใชก้ารพิจารณาการ

เปลียนแปลงความชืนในดินในโพรงขนาดต่างๆ ร่วมกบั ทฤษฎี อิลาสโต-พลาสติก โดยเริมจาก

นิยามสภาวะเริมตน้ของพืนผิวคราก และใชท้ฤษฎี อิลาสโต-พลาสติก สาํหรับนิยามพืนผิวคราก

ต่อเนือง ประกอบดว้ย พืนผวิครากทีสัมพนัธ์กบัการเพิมหน่วยแรงสุทธิภายใตแ้รงดึงนาํคงที และ

การลดแรงดึงนําภายใต้หน่วยแรงสุทธิคงที แบบจําลองทีเสนอสามารถทาํนายความสัมพนัธ์

ระหว่างหน่วยแรงและความเครียด ทงัรูปแบบการการเพิมความแกร่งของดินตามขนาดแรงดึงนาํที

เพิมขึน และการลดพงัตวัเมือเปียกทีลดลงตามขนาดหน่วยแรงสุทธิ  
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ABSTRACT 

The model is initiated by defining an initial yield surface on net pressure-

suction plane (LC curve) by considering change of liquid saturation at every pore of 

soil skeleton. As such, the initial LC curve is derived by mathematic manipulating 

with the SWCC. After getting the initial LC curve, a set of subsequent LC curves are 

further defined based on equality of the plastic volumetric strains between any two 

stress paths travelling along the same yield surfaces. The subsequent LC curves were 

categorized to two sets depending on whether the net stress is increasing under 

constant suction or the suction is decreasing under constant net stress. The proposed 

model can predict stress strain relationship either the stiffness increases with suction 

or a magnitude of collapse decreases with net pressure. 

 

 

 

 

 

 

 

 




