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บทคดัย่อ 

รายงานน าเสนอการศึกษาวิจยัเพ่ือเพ่ิมเสถียรภาพความตา้นทานการถูกกดัเซาะของดินเหนียว
กระจายตวัโดยใชปู้นขาว งานวิจยัไดศ้ึกษาปัญหาการกดัเซาะบริเวณท่อลอดและการกดัเซาะลาดดิน
ในพ้ืนท่ีของมหาวิทยาลยัเทคโนโลยสุีรนารี ซ่ึงตั้งอยูใ่นต าบลสุรนารี อ  าเภอเมือง จงัหวดันครราชสีมา 
ผลการศึกษาแสดงให้เห็นว่าการกดัเซาะบริเวณท่อลอดท าให้เกิดการสูญเสียมวลดินและสามารถ
ค านวณกลบัไดโ้ดยใชท้ฤษฎีการสูญเสียมวลดินเน่ืองจากการขุดเจาะอุโมงค ์พบว่าดินท่ีถกูกดัเซาะคิด
เป็น 95 เปอร์เซ็นต์ของหน้าตัดท่อ ส่วนการกดัเซาะลาดดินเป็นการกดัเซาะแบบอุโมงค์และเมื่อ
อุโมงคพ์งัทลายลงเน่ืองจากการกดัเซาะท่ีเพ่ิมข้ึนไดก้ลายเป็นร่องกดัเซาะขนาดใหญ่ การทดสอบดิน
ท่ีเก็บจากบริเวณลาดดินพบว่าดินเป็นดินเหนียวท่ีมีความเป็นพลาสติกต ่า และลาดดินท่ีถูกกดัเซาะ
เป็นดินเหนียวกระจายตัวท่ีมีปฏิกิริยารุนแรงเมื่อทดสอบโดยวิธี crumb test เมื่อทดสอบด้วยวิธี 
Double hydrometer ดินมีระดบัการกระจายตวัเป็น 85.65 เปอร์เซ็นต์ซ่ึงจดัเป็นดินเหนียวกระจายตวั 
ส่วนการทดสอบ pinhole ไดผ้ลการจ าแนกดินเหนียวเป็นดินเหนียวกระจายตวัประเภท D1 การศึกษา
เชิงเคมี พบว่าดินเหนียวมีปริมาณโซเดียมไม่สูงแต่ยงัจดัเป็นดินเหนียวกระจายตวัตามผลการทดสอบ 
pinhole ในการทดสอบเพ่ิมเสถียรภาพความตา้นทานการกระจายตวัโดยใชปู้นขาวในห้องปฏิบติัการ
พบว่าตอ้งใชปู้นขาวอย่างนอ้ย 1 เปอร์เซ็นต์โดยน ้ าหนักจึงจะปรับปรุงจากดินเหนียวกระจายตวัให้
เป็นดินเหนียวไม่กระจายตวัเมื่อทดสอบดว้ยวิธี pinhole และดินท่ีใชว้ิธีบดอดัเพียงอยา่งเดียวโดยไม่
ผสมปูนขาวไม่สามารถลดการกระจายตวัของดินได ้การทดสอบการกดัเซาะแบบร่องกบัคนัดินใน
แปลงทดสอบท่ีสร้างข้ึนจากดินเหนียวกระจายตัวบดอดัให้มีความชัน 45 องศา โดยใช้ตัวกลาง
ทดสอบเป็นน ้ าฝนพบว่าคนัดินท่ีปรับปรุงดว้ยปูนขาวถกูกดัเซาะลดลงอยา่งชดัเจนแมว้่าจะใชปู้นขาว
ในปริมาณท่ีต ่ากว่า 1 เปอร์เซ็นตโ์ดยน ้ าหนกั 
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Abstract 

The report presents research on the stabilization of dispersive soil to resist water erosion by using 
lime. The research observed two problem areas where the pipe culvert is located under the road 
embankment and eroded slope located in Suranaree University of Technology, Nakhonratchasima. 
The erosion around pipe culvert causes losing of soil around the pipe. The amount of erosion is 
calculated with ground loss theory due to tunneling. The ground loss volume is 95 percent of the pipe 
cross section. The erosion on the slope is the tunnel erosion type and some gully erosion are found 
after the tunnel collapse. The laboratory tests on the sample collected from slope indicate that the soil 
sample reacts severely when test with the crumb test. The double hydrometer test indicates that the 
percent dispersion is 85 . 65  which is in the range of dispersive soil. The soil sample is classified as 
dispersive clay type D-1  which is the most severe reaction. The chemical analysis of the extraction 
from the sample shows that the amount of sodium is low; however, the soil is still classified as 
dispersive clay according to the pinhole test. The treatments of dispersive soil with lime in laboratory 
show that the minimum lime content is 1 percent by weight is needed to improve dispersive soil and 
the compaction alone cannot improve dispersive soil. The test plots constructed by using the 
compacted dispersive clay with 45  degree slope are used for field test. The rain water is used as an 
erosion medium. The slope improved with lime less than 1  percent by weight can reduce erosion 
significantly. 

 

 

 

 

 

 

 

 




