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 งานวิจยัน้ีมีวตัถุประสงคเ์พื่อศึกษาปฏิกิริยาร่วมเฉือนระหว่างมวลรวมคอนกรีตรีไซเคิล 
และจีโอกริดเส้นใยธรรมชาติ ในพจน์ของการกระจายขนาดคละของมวลรวมคอนกรีตรีไซเคิล 
ก าลงัรับแรงดึง และขนาดช่องเปิดของจีโอกริดเส้นใยธรรมชาติ มวลรวมคอนกรีตรีไซเคิลท่ีใชใ้น
การศึกษาถูกเตรียมให้มีการกระจายขนาดคละแตกต่างกนัสองแบบ คือ 1) การกระจายขนาดคละ
ตามขอบเขตล่าง และ2) การกระจายขนาดคละตามขอบเขตบน ใกลเ้คียงตามมาตรฐานของกรมทาง
หลวง ส าหรับจีโอกริดเส้นใยธรรมชาติไดจ้ากการถกัสานเส้นใยปอแบบเรียบ (Plain pattern) ให้มี
ขนาดช่องเปิดแตกต่างกันสองขนาด ไดแ้ก่ 7 และ 21 มิลลิเมตร การทดสอบในห้องปฏิบติัการ
ประกอบดว้ย ท าการทดสอบหาค่าความถ่วงจ าเพาะ ค่าซีบีอาร์ และ ทดสอบการบดอดัดว้ยพลงังาน
แบบสูงกว่ามาตรฐาน (Modified Proctor energy) ของมวลรวมทั้ งสองของขนาด การทดสอบ
คุณสมบตัิทางวิศวกรรมของจีโอกริดเส้นใยธรรมชาติ  และการทดสอบปฎิกิริยาร่วมเฉือน
ระหว่างจีโอกริดเส้นใยธรรมชาติและมวลรวมคอนกรีตรีไซเคิล ซ่ึงด าเนินการทดสอบด้วยชุด
ทดสอบแรงเฉือนตรงขนาดใหญ่  (Large-scale direct shear test) ผลการทดสอบถูกน ามา
เปรียบเทียบกบัผลทดสอบแรงเฉือนของมวลรวมคอนกรีตรีไซเคิลปราศจาก การเสริมจีโอกริด 
พบว่า ปฎิกิริยาร่วมเฉือนระหว่างมวลรวมคอนกรีตรีไซเคิลและ จีโอกริดเส้นใยธรรมชาติข้ึนอยูก่บั
ขนาดของช่องเปิดของจีโอกริด (D) และปริมาณอนุภาค ท่ีมีขนาดเลก็กวา่ช่องเปิดของจีโอกริด (FD) 
นอกจากน้ียงัพบว่า ความสัมพนัธ์ระหว่าง สัมประสิทธ์ิก าลงัร่วมเฉือนของมวลรวมคอนกรีตรีไซเคิล
เสริมจีโอกริดเส้นใยธรรมชาติ (α) และอตัราส่วนระหว่างขนาดช่องเปิดและปริมาณอนุภาคท่ีมี
ขนาดเลก็กว่าช่องเปิดของจีโอกริดของมวลรวมคอนกรีตรีไซเคิลเสริมจีโอกริดเส้นใยธรรมชาติได ้
(D / FD) มีลักษณะเป็นเส้นตรง ซ่ึงความสัมพันธ์ดังกล่าวมีประโยชน์ในการประมาณค่า
สัมประสิทธ์ิก าลงัร่วมเฉือนของ มวลรวมคอนกรีตรีไซเคิลเสริมจีโอกริดเส้นใยธรรมชาติ เม่ือทราบ
การกระจายขนาดของ มวลรวมคอนกรีตรีไซเคิลและขนาดช่องเปิดของจีโอกริด 
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This research aims to study shear interaction between recycled concrete 

aggregate (RCA) and natural fiber geogrids in term of particle size distribution of 

recycled concrete aggregate, tensile strength and aperture size of natural fiber 

geogrids. Two particle size distribution curves of RCA samples (recycled concrete 

aggregate with lower particle size distribution curve and recycled concrete aggregate 

with upper particle size distribution curve) were prepared based on the specification 

from Department of Highways, Thailand. Two different aperture sizes (7 and 21 mm) 

of natural fiber geogrids (plain pattern in machine direction) were used in this study. 

The laboratory tests on RCA sample carried out in this study include specific gravity, 

compaction test under modified Proctor energy, CBR and direct shear tests. Direct 

shear test on RCA and interface interaction between natural fiber geogrid and RCA 

were conducted using a large-scale direct shear test apparatus. The interface shear 

strength was found to be highly dependent upon the aperture width of the natural fiber 

geogrids, D, as well as the RCA particles finer than the aperture width of natural fiber 

geogrids, FD. Based on the analysis of test results, a linear relationship between 

interface shear strength coefficient (α) which is the ratio of interface shear strength of 

natural fiber geogrids/RCA and shear strength of RCA was proposed, with respect to 

the D/FD ratio. The proposed relationship will be useful for a rapid assessment of the 

interface shear strength coefficient of natural fiber geogrid-reinforced RCA based on 

the aperture size of natural fiber geogrids and gradation of RCA. 
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