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กิติศกัด์ิ วงษสุ์ข : การศึกษาความเป็นไปไดข้องเถา้ลอยจีโอโพลิเมอร์บล็อก  
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งานวิจยัน้ีมีวตัถุประสงค์เพื่อศึกษาการใช้เถ้าลอยจีโอโพลิเมอร์ผสมกากชานออ้ย มาใช้

ประโยชน์เพื่อการผลิตคอนกรีตบล็อกชนิดไม่รับน ้ าหนัก โดยท าการทดลองศึกษาสมบัติทาง
กายภาพ สมบติัเชิงกลของตวัอย่าง ท่ีก าหนดเป็นมาตรฐานของคอนกรีตบล็อกชนิดไม่รับน ้ าหนกั 
เช่น การดูดซึมน ้ า และก าลงัรับแรงอดั น าเสนออตัราส่วนการทดลองโดยใชอ้ตัราส่วนโดยน ้ าหนกั 
เถา้ลอย : ตวัเร่งปฏิกิริยา : หินฝุ่ น 20 : 15 : 100 กิโลกรัม โดยแปรค่าอตัราส่วนของกากชานออ้ยต่อ
เถ้าลอยท่ี 2.5%, 5%, 7.5% และ 10% ในกรณีศึกษาท่ี 1 อตัราส่วนโดยน ้ าหนัก เถ้าลอย : ตวัเร่ง
ปฏิกิริยา : หินฝุ่ น 25 : 15 : 100 กิโลกรัม โดยแปรค่าอตัราส่วนของกากชานออ้ยต่อเถา้ลอยท่ี 2%, 
4%, 6% และ8% ในกรณีศึกษาท่ี 2 ท่ีระยะเวลาบ่ม 3, 7 และ28 วนั และประเมินค่าใช้จ่ายวสัดุ
เบ้ืองต้นในการผลิตเถ้าลอยจีโอโพลิเมอร์บล็อกผสมกากชานอ้อย ผลการศึกษาพบว่า อัตรา
ส่วนผสมโดยน ้ าหนกั เถา้ลอย : ตวัเร่งปฏิกิริยา : หินฝุ่ น : กากชานออ้ย = 20 : 15 : 100 : 2 กิโลกรัม 
ระยะบ่ม 28 วนั ในกรณีศึกษาท่ี 1 มีค่าก าลงัรับแรงอดัสูงสุดท่ี 26.841 กิโลกรัมต่อตารางเซนติเมตร 
ค่าการดูดซึมน ้ าร้อยละ 4.44 ประมาณการค่าใช้จ่ายวสัดุของผลิตภณัฑ์เท่ากบั 10.84 บาทต่อกอ้น 
ในขณะท่ีอัตราส่วนผสม เถ้าลอย : ตัวเร่งปฏิกิริยา : หินฝุ่ น : กากชานอ้อย = 25 : 15 : 100 : 1 
กิโลกรัม ระยะบ่ม 3 วนั ในกรณีศึกษาท่ี 2 มีความเหมาะสมมากกวา่กรณีศึกษาท่ี 1ในการน าไปผลิต
คอนกรีตบล็อกชนิดไม่รับน ้ าหนัก (39 x 19 x 7 เซนติเมตร) เน่ืองจากมีระยะบ่มตวัน้อยกว่า ซ่ึงมี
สมบติัผา่นเกณฑ์มาตรฐานผลิตภณัฑ์อุตสาหกรรมท่ีก าหนด โดยมีค่าก าลงัรับแรงอดัเท่ากบั 30.300 
กิโลกรัมต่อตารางเซนติเมตร ค่าการดูดซึมน ้ าท่ีอายุบ่ม 28 วนั เท่ากบัร้อยละ 3.65 ประมาณการ
ค่าใช้จ่ายวสัดุของผลิตภณัฑ์เท่ากบั 10.94 บาทต่อกอ้น งานวิจยัน้ีแสดงให้เห็นถึงความเป็นไปได้
ของการผลิตคอนกรีตบล็อกดว้ยเถา้ลอยจีโอโพลิเมอร์ผสมกากชานออ้ย เพื่อใช้เป็นวสัดุทางเลือก
ในงานก่อสร้างจากการใชว้สัดุชีวะมวล 
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This research aims to study the possibility of geopolymer fly ash mixed with 

bagasse to produce hollow non-load bearing concrete block. The physical and 

mechanical properties of samples are investigated such as water absorption and 

compressive strength. In case one, the proportion of fly ash : activator : dust stone was 

fixed at 20 : 15 : 100 kg and the ratios of bagasse to fly ash were 2.5%, 5%, 7.5% and 

10%. In case two, the proportion of fly ash : activator : dust stone was fixed at 25 : 15 

: 100 kg and the ratios of bagasse to fly ash were 2%, 4%, 6% and 8%. These samples 

was cured at 3, 7 and 28 days before testing. The production cost of fly ash 

geopolymer block was also estimated in this study. The results showed that the mixed 

ratio of fly ash : activator : dust stone : bagasse = 20 : 15 : 100 : 2 kg at 28 days in the 

case one has a maximum compressive strength of  26.841 kg/cm2 with water 

absorption of 4.44%. The material cost of this product is about 10.84 baht per unit. 

While a mix ratio of fly ash : activator : dust stone : bagasse = 25 : 15 : 100 : 1 kg at a 

curing time of 3 days in the case two is more suitability than case one for the 

production of hollow non-load bearing concrete blocks (39 x 19 x 7 cm) because of 

shorter curing time and higher compressive strength (about 30.300 kg/cm2). 

Moreover, a water absorption at 28 days is only about 3.65%. A material cost is 10.94 

baht per unit. This research shows the possibility of producing concrete blocks with 

geopolymer fly ash and bagasse as the alternative biomass construction material.  
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