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 งานวิจัยนี้ศึกษาก าลังดัดของคอนกรีตที่ใช้คอนกรีตรีไซเคิล (RCA) เป็นมวลรวมหยาบ
ปรับปรุงด้วยโพลีไวนิลแอลกอฮอล์ (PVA) และเถ้าลอย (FA) การพัฒนาก าลังดัดของคอนกรีตถูก
วิเคราะห์โดยการใช้ภาพถ่ายก าลังสูง (SEM) ผลการทดสอบพบว่าก าลังดัดมีค่าเพิ่มขึ้นตามอายุบ่ม
ทุกอายุบ่ม ก าลังดัดของตัวอย่างมีค่าเพิ่มขึ้นตามปริมาณ PVA จนถึงปริมาณ PVA ร้อยละ 1.0 
หลังจากนั้นก าลังดัดมีค่าลดลงเมื่อ PVA มีปริมาณเพิ่มขึ้น ผลการศึกษายังแสดงให้เห็นว่า การใช้เถ้า
ลอยร่วมกับปูนซีเมนต์สามารถเพิ่มความสามารถในการรับแรงดัดของตัวอย่างในระยะยาวได้ (อายุ
บ่ม 28 และ 60 วัน) โดยที่ อัตราส่วน FA/c ที่เหมาะสมคือ 20/80 การแทนที่เถ้าลอยในปูนซีเมนต์ใน
ปริมาณที่มากเกินไป (FA/c เท่ากับ 30/70) ท าให้มีเถ้าลอยส่วนเกินซึ่งไม่สามารถท าปฏิกิริยาปอซ
โซลานิค ส่งผลให้ก าลังดัดของตัวอย่างมีค่าลดลง งานวิจัยนี้ช่วยยืนยันศักยภาพของการใช้โพลีไว
นิลแอลกอฮอล์ (PVA) และเถ้าลอย (FA) ในการปรับปรุงคุณสมบัติการรับแรงดัดทั้งในระยะสั้น
และระยะยาวของคอนกรีตที่ใช้คอนกรีตรีไซเคิลเป็นมวลรวมหยาบ 
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This research studies the flexural strength development of polyvinyl alcohol-fly 

ash (PVA-FA) modified Recycled Concrete Aggregate (RCA)-concrete. The flexural 

strength development is analyzed via Scanning Electron Microscopy (SEM) analysis. 

The results show that the flexural strength of PVA-FA modified RCA-concrete 

increases with time. For a particular curing time, and fly ash/cement (FA/c) ratio, 

flexural strength increases with increasing PVA content up to the maximum flexural 

strength at PVA = 1% then the flexural strength decreases with increasing PVA content. 

Test results also show that FA can improve long-term (28 and 60 days of curing) 

flexural strength of concrete. The FA reacts with available lime and alkali in concrete, 

producing additional cementitious compounds. The maximum flexural strength is 

observed at FA/c = 20/80. However, the reduction of flexural strength was observed at 

FA/c = 30/70. This research confirms the potential of using PVA and FA for the 

improvement short-term and long-term flexural strengths of concrete using RCA as 

coarse aggregate. 
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