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งานวิทยานิพนธนี้ไดทําการศึกษาวิธีการเชิงตัวเลขชนิดใหม เพื่อหาขนาดและตําแหนงของ
อนุภาคจากฮอโลแกรมอนุภาคดวยการแปลงเวฟเล็ท โดยสรางฮอโลแกรมดวยวิธีการจับภาพรูป
แบบการแทรกสอดดวยเครื่องรับรูซีซีดี ในการศึกษานี้ ระยะบันทึกจะหาไดโดยการคํานวณการ
แปลงเวฟเล็ทของฮอโลแกรม ผลจากการแปลงเวฟเล็ททําใหไดขอมูลดานตําแหนงและความถี่ของ
รูปแบบการแทรกสอด ซ่ึงถูกกําหนดโดยระยะบันทึก ในการคํานวณขนาดของอนุภาค ใชวิธีการ
เชิงตัวเลขสองวิธีดวยกัน วิธีการแรกหาตําแหนงมินิมาในโดเมนของตําแหนงโดยใชวิธีเอ็นเวโลปรี
คอนสตรัคชัน วิธีที่สองหาความถี่ของสัญญาณพาหะที่ตําแหนงมินิมาโดยคํานวณคาสัมบูรณของ
การแปลงเวฟเล็ท ไดทําการศึกษาเพื่อยืนยันความสามารถนําไปใชงานจริงของวิธีการดังกลาว โดย
ทําการวิเคราะหฮอโลแกรมของวัตถุที่มีลักษณะเปนเสนและทรงกลม ซ่ึงสรางขึ้นมาจากการจําลอง
ดวยคอมพิวเตอรและจากการทดลองจริง จากนั้นจึงทําการวิเคราะหประสิทธิภาพระบบของวิธีการ
ที่นําเสนอ ทั้งในกรณีฮอโลแกรมของวัตถุจํานวนชิ้นเดียวและหลายชิ้น การวิเคราะหสําหรับ
กรณีฮอโลแกรมของวัตถุช้ินเดียว ทําไดโดยการพิจารณาขนาดและความละเอียดอันจํากัดของเครื่อง
รับรูซีซีดี สวนในกรณีวัตถุจํานวนหลายชิ้น สามารถประมาณฮอโลแกรมที่ไดจากผลรวมของรูป
แบบการแทรกสอดจากวัตถุแตละชิ้น ดังนั้นประสิทธิภาพระบบจึงขึ้นอยูกับระยะหางระหวางผล
การแปลงเวฟเล็ทของแตละรูปแบบการแทรกสอดในโดเมนของการแปลงเวฟเล็ท ไดทําการสราง
สมการซึ่งเปนตัวกําหนดระยะหางที่ตองการระหวางแตละฮอโลแกรม และทําการยืนยันดวยการ
วิเคราะหฮอโลแกรมที่จําลองวัตถุจํานวนหลายชิ้น ทั้งวัตถุที่มีลักษณะเปนเสนและทรงกลม
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New digital methods for sizing and tracking particles from in-line particle

holograms by using wavelet transform (WT) are studied. The holograms are obtained

by capturing the interference pattern with a charge-couple device (CCD) sensor. In

the study, the recording distance is extracted by computing the WT of the holograms.

The WT output gives the space-frequency information of the interference pattern

which are determined by the recording distance. As for the particle size, two digital

methods are studied. The first method is based on the determination of the minima

positions in the space domain by using the envelope function reconstruction method.

The second method extracts the frequency of the carrier signal at the minima positions

by computing absolute values of the WT. The feasibility of the methods is verified by

analyzing the simulated and the experimentally generated holograms of line and

spherical objects. Analysis of the system performance of the methods for the case of

the holograms of the single and the multiple objects are discussed. The analysis for

the hologram of the single object is based on the finite size and finite resolution of the

employed CCD sensor. As for the case of multiple objects, the hologram can be

approximately represented by summation of the interference patterns of the individual

objects. Thus, the system performance depends on the separation between the WT of

each interference pattern in the WT domain. The equations that determine the
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required separation between each hologram are derived and are verified by analyzing

the simulated holograms of the multiple line and spherical objects.
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