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อุปกรณแทรกที่ใชทั่วไปไดแก วิกเกลอร (Wiggler) Wave-Length Shifter (WLS) 

และ อันดูเลเตอรแมเหล็กถาวร (Permanent Undulator) เพื่อเปนแหลงกําเนิดแสงซินโครตรอนที่
มีคาพลังงานโฟตอนที่สูงและคาความสวางที่สูงมากเมื่อเทียบกับแสงซินโครตรอนที่ปลดปลอยจาก
สนามแมเหล็กสองขั้ว และเนื่องจากการแทรกสอดกันของแสงที่ถูกปลดปลอยมาจากอิเล็กตรอนที่
เคลื่อนที่ในสนามอันดูเลเตอรในแตละครั้งนั้น ทําใหแสงมีความสวางมากกวาอุปกรณแทรกชนดิอืน่ 
อยางไรก็ตาม อันดูเลเตอรแมเหล็กถาวรไมสามารถผลิตแสงซินโครตรอนที่มีคาพลังงานโฟตอนใน
ยานรังสีเอ็กซสําหรับวงแหวนกักเก็บอิเล็กตรอนพลังงานต่ําที่ 1.2 GeV ดังนั้นจึงมีความตองการ
อันดูเลเตอรแบบตัวนํายิ่งยวด (Superconducting Undulator, SCU) ที่มีความยาวคาบสั้นมาก
และสนามแมเหล็กความเขมสูง เพื่อผลิตแสงซินโครตรอนที่ฮารโมนิกสูงๆ ประมาณฮารโมนิกที่ 7 
เปนตนไป  อยางไรก็ตาม ทั้งอันดูเลเตอรแมเหล็กถาวรและอันดูเลเตอรแบบตัวนํายิ่งยวดจะใหแสง
ซินโครตรอนที่มีความสวางมากก็ตอเมื่อคาความผิดเพี้ยนของสนามแมเหล็ก และความยาวคาบ 
หรือเฟส (จากความตางของระยะทางที่อิเล็กตรอนที่เคล่ือนที่ไดในแตละคาบ) มีคานอยมาก
เทียบเทากับคาสนามแมเหล็กในอุดมคติ เนื่องจากวิธีการ shimming ที่ใชกับอันดูเลเตอรแมเหล็ก
ถาวรเพื่อแกความผิดเพี้ยนของสนามแมเหล็กโดยใชช้ินเหล็กวางประกบบนแมเหล็กที่อุณหภูมิหอง 
ไมสามารถแกความผิดเพี้ยนคาสนามและความยาวคาบของสนามแมเหล็กอันดูเลเตอรแบบตัวนํา
ยิ่งยวด ดังนั้นการใชขดลวดของตัวนํายิ่งยวด (Correction Coil) พันรอบๆ ขั้วของอันดูเลเตอรและ
การปรับเปลี่ยนคาปริมาณเหล็กในขั้วของอันดูเลเตอรเพื่อลดคาความผิดเพี้ยนของสนามและคา
ความยาวคาบจนมีคานอยมากเพื่อใหไดแสงซินโครตรอนที่ความสวางเขาใกลความสวางของแสง
ซินโครตรอนที่ปลดปลอยจากอันดูเลเตอรอุดมคติ ที่ฮารโมนิกสูงๆ 
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SUPERCONDUCTING UNDULATOR/FILED AND PHASE ERRORS/

UNDULATOR FIELD OPTIMIZATION

Insertion devices like multipole wigglers, Wave-Length Shifter (WLS) and

undulators are used in synchrotron radiation sources for extending photon energy

and enhancement of angular flux density and brilliance of radiation from storage

rings. Because of coherent addition of the emitted radiation along an electron

trajectory, permanent undulators are the most advanced sources to produce gener-

ally high brightness (and angular flux density) of the radiation. In 1.2 GeV Siam

Photon Storage ring (SPS), however, this is true only for low photon energies.

Therefore a superconducting undulator (SCU) with very short period length and

high magnetic field strength is desired to produce high harmonic photon beams

reaching into the hard x-rays regime with high angular flux density of the radia-

tion. At high harmonics ( 7th and up ), however, the radiation generated by both

permanent and superconducting undulators will produce the highest brightness

only if the undulator fields and period lengths (phase) are near perfect. Shimming

methods, as applied for room temperature permanent magnet undulators, cannot

be used for such superconducting magnets. The effect of field and period errors

on the photon flux density in higher harmonics will be presented and limiting tol-

erances will be discussed in this thesis. A variety of different field optimization

techniques such as superconductive correction coils and varying iron content of the

SCU pole together with some measurements on a test magnet (SCU) will be dis-

cussed such an approach and demonstrate their efficiency to ensure photon fluxes
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which are close to theoretical expectations. An evaluation to their usefulness as

sources for high photon energies with high angular flux density is carried out.
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