
 

 

 

 

 

 

 

 

ปยวัฒน คงสง : การศึกษาปฏิกิริยาระหวางหัวอานเขียนกับแผนดิสกของระบบบันทึก
ขอมูลแมเหล็กแบบความจุสูง (A STUDY OF HEAD-DISK INTERACTION IN HIGH
DENSITY MAGNETIC RECORDING SYSTEM) อาจารยที่ปรึกษา :
ผูชวยศาสตราจารย ดร.จิระพล ศรีเสริฐผล, 88 หนา.

ในปจจุบันน้ี ฮารดดิสกไดรฟจะตองไดรับการพัฒนาใหมีความสามารถในการจัดเก็บ
ขอมูลตอหนวยพื้นที่เพิ่มขึ้น เพื่อจัดเก็บขอมูลคอมพิวเตอรที่มีปริมาณเพิ่มมากขึ้นเร่ือยๆหน่ึงใน
วิธีการเพื่อใหบรรลุเปาหมายดังกลาวคือ การใชเทคนิคการใหความรอนควบคุมการยื่นตัวเฉพาะ
สวนหัวอานเขียนของสไลเดอรเขาใกลแผนดิสก เพื่อใหหัวอานเขียนสามารถบันทึกขอมูลลงบน
แผนดิสกไดโดยมีขนาดพื้นที่บิตขอมูลที่เล็กลง ระยะหางระหวางหัวอานเขียนกับแผนดิสกในแต
ละตําแหนงของสไลเดอรบนแผนดิสก มีขนาดที่แตกตางกัน ขึ้นอยูกับความเร็วและทิศทางของ
อากาศที่ไหลผานใตสไลเดอร   การกําหนดระยะหางหัวอานเขียนกับแผนดิสกที่เหมาะสม ในแตละ
ตําแหนงของสไลเดอรบนแผนดิสก มีผลตอประสิทธิภาพของระบบบันทึกขอมูลแมเหล็กแบบ
ความจุสูง

งานวิจัยน้ีไดศึกษาลักษณะการเคลื่อนที่ของหัวอานเขียนในทิศทางต้ังฉากกับแผนดิสกและ
ในทิศทางขนานกับแผนดิสกแบบตัดขวางกับแนวแทร็กขอมูลรวมไปถึงลักษณะการสัมผัสของ
หัวอานเขียนกับแผนดิสกที่เกิดขึ้นในแตละตําแหนงของสไลเดอรบนแผนดิสก   โดยใชเทคนิคการ
วัดดวยตัวตรวจวัด อะคูสติกอีมิสชันและเลเซอรดอพเพลอรไวโบรมิเตอร   ซึ่งไดความสัมพันธของ
การใหความรอนในการยื่นตัวหัวอานเขียน กับระยะหางหัวอานเขียนกับแผนดิสกที่เหมาะสม ในแต
ละตําแหนงของสไลเดอรบนแผนดิสก
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SLIDER DYNAMICS/ACOUSTIC EMISSION/LASER DOPPLER VIBROMETER/

THERMAL POLE-TIP PROTRUSION

Currently, hard disk drive must be developed to have higher areal density. One

way led to achieve that target is usingthe thermal pole-tip protrusion technique.

Read/write head is protruded out of the slidercloser to disk surface, to minimize data

bit size that the writer can record to disk area. Thelight contact clearance between

read/write head and disk surface at each slider position on disk are different,

according to speed and impacted direction of air flow under the slider.Determination

of the best clearance between read/write head and disk surface has an effect on read

and write performance of high density magnetic recording system.

This researchhad studied movement characteristic of the reader/writer head in

vertical direction and in off-track direction includinghead-disk contact,at each slider

position on disk. Acoustic Emission and Laser Doppler Vibrometers are using in the

measurement. The relation of thermal pole-tip protrusion and sweet spot clearance

between head and disk at each slider position on disk is acquired from this study.
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