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บทคัดย่อ 
วัสดุก่อสร้างเชิงเส้น เช่น เหล็กเส้น เป็นวัสดุหลักของโครงสร้างคอนกรีตเสริมเหล็กท่ีมีปริมาณ

การใช้และราคาต่อหน่วยสูง การน าวัสดุก่อสร้างเชิงเส้นมาใช้จ าเป็นต้องตัดวัสดุคงคลังความยาว
มาตรฐานให้ได้ขนาดความยาวตามท่ีต้องการต่างๆกัน และท าให้เกิดเศษการตัดและความสูญเสียข้ึน
เป็นจ านวนมาก ซึ่งส่งผลต่อต้นทุนในงานก่อสร้างในท่ีสุด วิศวกรในโครงการมีหน้าท่ีเตรียมรายการ
ความต้องการเพื่อให้คนงานช่างเหล็กสร้างแบบแผนการตัดและด าเนินการตัดเอง แบบแผนการตัดมัก
ถูกสร้างข้ึนด้วยอัลกอริท่ึมง่ายๆท่ีคิดข้ึนเองไม่มีการใช้เครื่องมือช่วยค านวณ ส่งผลให้มีปริมาณเศษจาก
การตัดเหล็กเส้นโดยเฉลี่ยมากกว่า 8% ของปริมาณเหล็กท่ีต้องการใช้ การวิจัยนี้จึงมีเป้าหมายเพื่อ
พัฒนาวิธีการสร้างแบบแผนการตัดวัสดุก่อสร้างเชิงเส้นท่ีดี ซึ่งประกอบด้วยสองข้ันตอนหลักคือ การ
สร้างเซ็ตของรูปแบบการตัดท่ีดี และการหาจ านวนครั้งของการตัดซ้ า เซ็ตของรูปแบบการตัดท่ีดีถูก
สร้างข้ึนด้วย Intensive Search Algorithm ซึ่งท าให้ได้รูปแบบการตัดท่ีหลากหลายและสมบรูณ์ อีก
ท้ังยังสามารถควบคุมเศษการตัดของรูปแบบได้ด้วย ส่วนการหาจ านวนครั้งของการตัดซ้ าใช้เทคนิคการ
หาค าตอบสองข้ันตอน คือเริ่มจากการหาค าตอบของแบบจ าลองปัญหาการตัด One Dimensional 
Cutting Stock Problem (1D-CSP) ซึ่งเป็นการหาค าตอบด้วยการออพติไมเซชั่น และการหาค าตอบ
ส่วนท่ีเหลือด้วย Best-Fit-Decreasing algorithm 

ผลการทดสอบวิธีการสร้างแบบแผนการตัดชี้ให้เห็นว่าวิธีการท่ีพัฒนาข้ึนนี้ สามารถให้ค าตอบ
เป็นแผนการตัดวัสดุที่มีอัตราการสูญเสียเฉลี่ยเพียง 1.24% ซึ่งดีกว่าค าตอบท่ีได้จาก BFD algorithm 
เพียงอย่างเดียว ท่ีมีอัตราการสูญเสียท่ี 3.71% (ต่ ากว่าถึง 3 เท่า) และดีกว่าวิธีปฏิบัติท่ีเป็นอยู่มาก 
แสดงให้เห็นถึงศักยภาพในการน ามาใช้เพื่อช่วยสร้างแบบแผนการตัดวัสดุคงคลัง เชิงเส้นส าหรับงาน
ก่อสร้าง ให้เกิดอัตราการสูญเสียวัสดุคงคลังจากการตัดให้น้อยท่ีสุด ซึ่งจะท าให้สามารถประหยัดต้นทุน
ค่าก่อสร้างลงได้เป็นจ านวนมากและเป็นการช่วยรักษาสิ่งแวดล้อมด้วยการใช้ทรัพยากรอย่างคุ้มค่าและ
ลดขยะ 

ค าส าคัญ: ปัญหาการตัดวัสดุคงคลัง, วัสดุก่อสร้างเชิงเส้น, การวางแผนการตัด, เศษการตัด, 
เหล็กเส้น 
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Abstract 
Linear construction materials such as steel bars are the main materials of 

reinforced-concrete structures. They are consumed in a large amount and have a high 
unit price. These linear materials have to be cut into various desired lengths and 
pieces before using. The cutting process creates a large amount of trim loss and 
usually wasted. This finally affects on the project price. An engineer is responsible for 
preparing the demanded bars list whereas steel workers create a cutting plan and 
perform the cutting process. The cutting plan is generally created using a simple 
intuitive algorithm without any computational tools. The result from the survey 
showed that the trim loss was more than 8% of the demanded amount. Hence, this 
research aims to develop a method to arrange an efficient cutting plan for linear 
construction materials particularly steel bars. The cutting plan arrangement consists of 
two main steps i.e. the cutting patterns generation and the number of cutting 
replication determination. A set of efficient cutting patterns is generated using the 
Intensive Search Algorithm which is comprised of diverse and complete patterns. The 
algorithm also controls the trim loss of the patterns to a specified allowable length. 
The number of cutting replication is determined using two steps. First is to determine 
the answer of the optimization of the One Dimensional Cutting Stock Problem (1D-
CSP) model. Second is to find the answer or cutting the remaining demand using the 
Best-Fit-Decreasing algorithm. 

Test results showed that the cutting plan arrangement which was developed in 
this research could give good plans. The plans had a low trim loss rate of only 1.24%, 
which was better than the plans from the BFD algorithm alone with the trim loss rate 
of 3.71% (less than about 3 times) and they are much better than the ones from the 
current practice. This cutting plan arrangement has the potential to help create an 
efficient cutting plan for the linear construction materials. It helps keep the trim loss 
from the cutting process to a minimum. It can save a lot of construction costs and 
also helps the environment by using resources efficiently and minimizing waste. 

Keywords: Cutting Stock Problem, One-dimensional Construction Materials, 
Cutting Plan, Trim Loss, Steel Bar 

 

 

 

 

 

 

 

 




