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ฟาร์มสุกรในประเทศไทยส่วนใหญ่จะมีปัญหากล่ินรบกวนจากก๊าซแอมโมเนีย และก๊าซ

ไฮโดรเจนซลัไฟด์ ซ่ึงก่อให้เกิดผลกระทบชุมชนใกลเ้คียงได ้การศึกษาน้ีมีวตัถุประสงคเ์พื่อพฒันา
ระบบตวักรองชีวภาพแบบถาดซ่ึงสามารถรองรับอตัราการไหลสูงในการบ าบดักล่ินดงักล่าว และ
ศึกษาปัจจยัท่ีมีผลต่อประสิทธิภาพการบ าบดั  

ผลการพฒันาไดร้ะบบตวักรองชีวภาพแบบถาดซ่ึงประกอบดว้ย ท่อล าเลียงและท่อกระจาย
อากาศขนาด 4 น้ิว พดัลมดูดอากาศขนาด 1.5 แรงมา้ ระบบควบคุมความเร็วรอบ และระบบให้
ความช้ืนอตัโนมติั ถาดบรรจุตวักรองมีหนา้ตดั 0.4 x 0.5 ตร.ม. ใชต้วักรองท่ีมีส่วนผสมของปุ๋ยหมกั 
เศษไม ้ปุ๋ยคอก และตะกอนจุลินทรีย ์แปรผนัความหนาของชั้นกรอง ท่ี 150 และ 300 มม. และ
ระยะเวลาเก็บกกั (EBRT) ท่ี 1.8 1.2 และ 0.6 วินาที โดยมีค่าพีเอช อุณหภูมิ และความช้ืนอยูใ่นช่วง
ท่ีเหมาะสมตลอดการทดลอง ผลการศึกษาประสิทธิภาพพบวา่บ าบดัก๊าซไฮโดรเจนซลัไฟด์ไดร้้อย
ละ 70-95 และก๊าซแอมโมเนียไดร้้อยละ 27-88 โดยตวักรองมีการยบุตวั 0.16-0.43 ซม./วนั ระบบท่ี
พฒันาข้ึนน้ีสามารถขยายขนาดเพื่อใชง้านจริงในฟาร์มสุกรขนาดเล็ก 
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Many pig farms in Thailand has odor problem caused by hydrogen sulfide (H2S) 

and ammonia (NH3), which effects nearby communities. The objectives of this study 

were to develop a tray biofilter system capable of treating high air flow rates to reduce 

the pig farm odor problem, and to study factors which affect its efficiency. 

The result of the tray biofilter system development included a 4 inch air 

distribution piping system, a 1.5 hp fan with an inverter, and an automatic water 

spraying system. The filter tray had a 0.4 x 0.5 m2 surface area. The filter media was 

made of a mixture of compost, chopped coconut shell, cow manure, and wastewater 

treatment system sludge. The depth of filter media was varied at 0.15 and 0.30 m. and 

the empty bed residence time (EBRT) was varied at 0.6, 1.2, and 1.8 seconds. The pH, 

temperature and moisture content were in optimum ranges throughout the experiment. 

The efficiency study yielded the results of 70-95% for NH3 and 27-88% for H2S, with 

media settling rates of 0.16-0.43 cm./day. This developed system can be scaled-up for 

real operation in small pig farms. 
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