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บทคดัย่อ 

ปัญหาการจราจรท่ีแออดับริเวณทางเช่ือมเขา้ และทางออกทางพิเศษ เป็นสาเหตุหน่ึงท่ีท า
ให้เกิดการจราจรติดขดับนทางพิเศษ การจดัการควบคุมการจราจรบริเวณทางเขา้ทางพิเศษ (Ramp 
Metering) เป็นการจดัการบนทางพิเศษอีกลกัษณะหน่ึงท่ีมีประสิทธิภาพ และมีการด าเนินการอยา่ง
แพร่หลายในหลายประเทศ เพื่อควบคุมการจราจร จ ากดัปริมาณจราจรท่ีจะเขา้ใช้ระบบบริเวณ
ทางเขา้ เพื่อให้คงความสามารถในการให้บริการของระบบได ้และเพื่อช่วยบรรเทาปัญหาความคบั
คัง่ทางด้านการจราจร ปรับปรุงสภาพจราจรให้มีความคล่องตวั งานวิจยัน้ีเป็นการประเมินความ
เหมาะสมการจดัการควบคุมทางเขา้บนระบบทางพิเศษโดยใชส้ัญญาณไฟควบคุมตามสภาพจราจร 
โดยประยุกต์ใช้แบบจ าลอง Aimsun โดยคดัเลือกพื้นท่ีศึกษาท่ีมีสภาพจราจรไม่เกิน 800 คนัต่อ
ชัว่โมงต่อช่องจราจร และมีการก าหนดรอบสัญญาณไฟข้ึนกบัสภาวะการจราจร (Actuated Control) 
โดยการก าหนดรอบสัญญาณไฟข้ึนอยูก่บัปริมาณการถือครองพื้นท่ีโดยเฉล่ียท่ีไดจ้ากเคร่ืองตรวจวดั
สภาพจราจร ณ ต าแหน่งต่างๆ โดยในการศึกษาน้ีได้เก็บตวัอย่างความเร็วบนทางพิเศษ ด้วยวิธี 
Floating Car ตลอดเส้นทางบนทางพิเศษเพื่อหาค่าเฉล่ียความเร็ว และระยะเวลาการเดินทางบนทาง
พิเศษ เป็นจ านวน 15 รอบต่อเส้นทาง เพื่อใช้เป็นตวัแทนรถทั้งหมดบนทางพิเศษท่ีระดับความ
เช่ือมัน่ 95% ความคลาดเคล่ือน ±10%  โดยในการศึกษาน้ีก าหนดจุดตรวจวดัสภาพจราจรเพื่อ
ก าหนดรอบสัญญาณไฟ 3 จุด ไดแ้ก่ Mainline Detector , Queue Detector และ Merge Detector โดย
มีการประเมินผลกระทบดา้นการจราจรในดา้นความเร็วเฉล่ีย และเวลาในการเดินของพื้นท่ีศึกษา ท่ี
ไดจ้ากการก านดรอบสัญญาณไฟจราจรท่ีค านึงถึงสภาพการจราจร จากจุดตรวจวดัในสถานการณ์
ต่างๆ 5 สถานการณ์  

จากผลการวิเคราะห์พบว่า รูปแบบการก าหนดรอบสัญญาณไฟจราจรท่ีดีท่ีสุด คือการ

ก าหนดรอบสัญญาณไฟจราจรท่ีข้ึนอยูก่บัสภาพการจราจรท่ีไดจ้ากเคร่ืองตรวจวดัทั้ง 3 ต  าแหน่ง ซ่ึง

ท าใหเ้กิดเวลาในการเดินทางอยูใ่นช่วงลดลงประมาณ 278.12 คนั-ชัว่โมง 

ค าส าคญั : การจดัระบบสัญญาณไฟจราจรควบคุมทางเขา้ (Ramp Metering), การจดัการจราจร 

(Traffic Management) 
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Abstract 

The traffic congestion problem at the entrance points of the expressways is one of the problems 

causing traffic delays on the expressway.  Ramp Metering at these points is a method of 

management that is effective and commonly used in many countries to control the flow of traffic.  

This method will limit the amount of traffic that can enter into the entrance and ensures the 

efficiency of the system’s service capacity.  It will also help to lessen the traffic congestion and 

improve the flow.  This research study deals with assessing the appropriateness of the 

management system for controlling system at the entrance of the expressway using traffic light 

system based on the traffic condition.  The Aimsun model is applied for this study and the area of 

study chosen has less an average traffic flow of no more than 800 vehicles per hour per lane.  The 

light signal intervals will depend on the traffic condition using actuated control. This study used 

car floating test for survey speed of car and total travel time along each route of expressway. The 

15 times of car floating test per route is a sample obtained by all vehicles on each route of 

expressway with an error tolerance of 10 percent and a confidence interval of 95 percent. The 

signal intervals will be set based on the averaged occupied area that is assessed from the traffic 

condition detection equipment at various points.  This research study identified 3 monitoring 

points to install the detectors including the mainline detector, queue detector and merge detector.  

The impact on the traffic regarding the average speed and travel time of the study area was 

assessed based on the data as a result of the traffic light signal intervals specified from the actual 

traffic condition.  These conditions were data from the detection stations from 5 different 

scenarios. 

Analysis of the information obtained showed that the best pattern for specifying the traffic light 

signal is to specify based on the actual traffic condition obtained from all 3 detectors.  The 

information obtained showed a traffic time of 278.12 cars - hour. 
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