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  โครงงานน้ีมีวตัถุประสงค์เพื่อศึกษาก าลงัอดัของแอสฟัลต์คอนกรีตเก่าท่ีมีการกระจายตวั
ของขนาดคละ (Gradation) ต่างกนั ท่ีปรับปรุงคุณภาพดว้ยปูนซีเมนต์ปอร์ตแลนด์ วิธีการศึกษา
ประกอบด้วย การหาคุณสมบติัดา้นวิศวกรรมของวสัดุแอสฟัลต์คอนกรีตเก่า จากนั้นท าการแยก
ขนาดคละของตวัอย่างโดยการร่อนผ่านตะแกรง จากนั้นน าวสัดุท่ีคา้งตะแกรงแต่ละขนาดมาจดั
เกรดตามมาตรฐานดา้นงานทาง ซ่ึงประกอบดว้ย 5 เกรด คือ เกรด เกรด ข เกรด ค เกรด ง และ เกรด 
จ  ตวัอยา่งวสัดุถูกน าไปปรับปรุงคุณภาพโดยผสมปูนซีเมนตป์อร์ตแลนด ์ท่ีร้อยละ 2, 4, และ 6 โดย
น ้ าหนกั และผสมน ้ าท่ีความช้ืนเหมาะสม (Optimum water content) เก็บตวัอยา่งโดยวิธีการบดอดั
ตวัอย่างตามมาตรฐานวิธีทดสอบความแน่นแบบสูงกว่ามาตรฐาน (Modified Compaction Test) 
และการทดสอบหาค่าแรงอดั ของก้อนตวัอย่างท่ีอายุการบ่ม 7 วนั 14 วนั และ28 วนั จากผล
การศึกษาพบวา่ ก าลงัอดัเพิ่มข้ึนตามปริมาณปูนซีเมนตป์อร์ตแลนด์ ท่ีเพิ่มข้ึน และมีความแตกต่าง
กนั ของแต่ละขนาดคละ ตวัอย่างวสัดุท่ีผสมดว้ยปูนซีเมนตป์อร์ตแลนด์ ร้อยละ 2 ให้ค่าก าลงัอดั
ต ่าสุดไม่เหมาะแก่การน ามาใชเ้ป็นวสัดุงานทาง ส่วนตวัอยา่งวสัดุผสมปูนซีเมนตป์อร์ตแลนด์ ร้อย
ละ 4 ให้ค่าก าลงัอดัท่ีผ่านขอ้ก าหนดงานชั้นโครงสร้างทางส าหรับถนนของกรมทางหลวงชนบท 
(ก าลงัอดัมากกวา่ 17.24 กิโลกรัมต่อตารางเซนติเมตร) คือ ตวัอยา่งวสัดุเกรด ข เกรด ค และ เกรด ง 
(Gradation B, C, and D) และตวัอยา่งวสัดุท่ีผสมปูนซีเมนต์ปอร์ตแลนด์ ร้อยละ 6  ให้ค่าก าลงัอดัท่ี
ผ่านข้อก าหนดงานชั้นโครงสร้างทางส าหรับถนนของกรมทางหลวง (ก าลังอดัมากกว่า 24.13 
กิโลกรัมต่อตารางเซนติเมตร) ไดแ้ก่ ตวัอยา่งวสัดุเกรด ก เกรด ข เกรด ค และ เกรด ง ส่วน เกรด จ 
ไม่เหมาะแก่การน ามาใชง้านเน่ืองจากให้ก าลงัอดัค่อนขา้งต ่า ถึงแมจ้ะเพิ่มปริมาณปูนซีเมนตป์อร์ต
แลนดม์ากข้ึน  
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The purpose of this project aimed to study unconfined compressive strength 

(UCS) of reclaimed asphalt pavement (RAP) with different particle size distribution 

stabilized with Portland cement. The processes of this study consisted of testing the 

engineering properties of RAP, rearranging the RAP particle size distribution to five 

gradations (A, B, C, D and E). Then, the samples were stabilized by mixing with 

Portland cement at 2%, 4% and 6% by weight and at its optimum water content. The 

mixtures were compacted under modified Proctor compaction test prior to UCS test 

according to the specification of the Department of Rural Roads in three different 

curing times (7, 14 and 28 days). The results showed the UCS increases with 

increasing Portland cement for all gradations.  The samples with only 2% of Portland 

cement provided the lowest UCS, which are not suitable for being the pavement base 

material.  The UCS of samples Grade B, C, and D at the mixture of 4% of Portland 

cement meet the standard requirement for the modified pavement base material of the 

Department of Rural Roads (UCS > 17.24 ksc). Moreover, the samples Grade A, B, C 

and D with 6% Portland cement also meet the standard requirement for modified 

pavement base material of Department of Highways (UCS > 24.13 ksc). However, 

grade E was not appropriate for the pavement base material since it provided very low 

UCS for Portland cement proportions.  
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