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การทดสอบแรงกดแบบแกนเดียวและแบบสามแกนไดถู้กดาํเนินการบนตวัอย่างเกลือหิน

ทรงปริซึมท่ีมีขนาด 54×54×108 ลูกบาศก์มิลลิ เมตร เพื่อหาผลกระทบของทรานเวอร์ส 

ลีไอโซโทรปิกต่อกาํลงัรับแรงและการเปล่ียนแปลงรูปร่างของตวัอย่างเกลือหินท่ีมีการวางตวัของ

ระนาบชั้นหินแตกต่างกนัภายใตค้วามดนัลอ้มรอบสูงถึง 15 เมกะปาสคาล ผลท่ีไดร้ะบุว่ากาํลงัรับ

แรงกดมีค่าสูงสุดเม่ือแรงกดมีทิศทางตั้งฉากกบัระนาบชั้นหิน และกาํลงัรับแรงตํ่าสุดจะเกิดขึ้นเม่ือ

แรงตั้งฉากกบัระนาบชั้นหินทาํมุม 60 องศากบัทิศทางการให้แรงโดยเฉพาะอย่างยิง่ภายใตค้วามดนั

ลอ้มรอบตํ่า ค่าสัมประสิทธ์ิความหยืดหยุ่นและอตัราส่วนปัวซองส์ได้ถูกคาํนวณบนพื้นฐานของ

สมการทรานเวอร์สลีไอโซโทรปิกท่ีนํา เสนอโดย Amadei ผลกระทบของทรานเวอร์ส 

ลีไอโซโทรปีลดลงเม่ือเกลือหินอยู่ภายใตแ้รงดันล้อมรอบท่ีสูงขึ้น โดยเกลือหินมีแนวโน้มท่ีจะ

กลายเป็นวสัดุไอโซโทรปิก เน่ืองจากตวัอยา่งเกลือหินมีคุณสมบติัในการเช่ือมประสานตวัเองภายใต้

ความดันล้อมรอบ ส่งผลให้มีพฤติกรรมแบบแอนิโซโทรปิกลดลง การค้นพบน้ีสามารถใช้เพื่อ

ประเมินกาํลงัรับแรงและการเปล่ียนแปลงรูปร่างของเสาเกลือหินและผนงัดา้นขา้งของช่องเหมืองท่ี

มีการวางตวัของระนาบชั้นหินแตกต่างกนั 
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 Uniaxial and triaxial compression tests have been performed on prismatic salt 

specimens having nominal dimensions of 54×54×108 mm3 to determine the 

transversely isotropic effect on strength and deformation of rock salt specimens with 

different bedding plane orientations under confining pressures up to 15 MPa. The 

results indicate that the compressive strength is maximum when loading is 

perpendicular to the bedding (anisotropic) planes. The minimum strength occurs when 

normal to the bedding planes makes an angle of 60 degrees with the loading direction, 

especially under lower confining pressures. The elastic moduli and Poisson’s ratios are 

calculated based on the transversely isotropic solutions proposed by Amadei. The effect 

of transversely isotropy decreases when salt is subjected to higher confining pressures 

where the salt tends to behave as an isotropic material. This is probably because the salt 

specimens have ability of self-healing under confinement, and hence decreases their 

anisotropic behavior. The findings obtained here can used to assess the strengths and 

deformability of salt pillars and sidewall of opening that contain various orientations of 

bedding planes.   
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